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AUTO-SERT SPECIF. AS-7.5/20” THROAT AS-10/20” THROAT AS-7.5/36” THROAT AS-10/36” THROAT

TONNAGE CAPACITY Minimum 350 lbs. Minimum 350 lbs. Minimum 350 lbs. Minimum 350 lbs.
Maximum 15,000 lbs Maximum 20,500 lbs Maximum 15,000 lbs Maximum 20,500 lbs.

THROAT DEPTH TO BACK 20” (508mm) 20” (508mm) 36” (914.4 mm) 36” (914.4 mm)

THROAT DEPTH TO TOP 20” (508 mm) 20” (508 mm) 20” (508 mm) 20” (508 mm)

RAM STROKE 6” (152 mm) 6” (152 mm) 6” (152 mm) 6” (152 mm)

HYDRAULIC PRESSURE Minimum 40 P.S.I. Minimum 40 P.S.I. Minimum 40 P.S.I. Minimum 40 P.S.I.

Maximum 3,000 P.S.I. Maximum 3,000 P.S.I. Maximum 3,000 P.S.I. Maximum 3,000 P.S.I.

OIL RESERVOIR CAPACITY 12 gallons (45.42 lit.) 12 Gallons (45.42 lit) 12 gallons (45.42 lit.) 12 gallons (45.42 lit.)

ELECTRICAL SPECS 208/230/415/460/575 V 208/230/415/460/575 V 208/230/415/460/575 V 208/230/415/460/575 V

3 Phase 50/60 Hz 3 Phase 50/60 Hz 3 Phase 50/60 Hz 3 Phase 50/60 Hz

HEIGHT 79” (2007 mm) 79” (2007 mm) 79” (2007 mm) 79” (2007 mm)

WIDTH 36” (914 mm) 36” (914 mm) 36” (914 mm) 36” (914 mm)

DEPTH 45” (1143 mm) 45” (1143 mm) 64” (1625.6 mm) 64” (1625.6 mm)

WEIGHT 1900 lbs (862kgs.) 1900 lbs. (862 kgs.) 2500 lbs. (1132.5 kgs) 2500 lbs (1132.5 kgs)



For Cost-Effective and 

You Can Rely on
PRODUCTIVE HARDWARE INSERTION



The

ULTIMATE
in TOOLING and PART

PROTECTION
A Standard Feature on the Auto-Sert
Press Line Utilizing Electronics, the
Auto-Sert system requires NO SET-UP
ADJUSTMENTS, eliminating the risk of
operator injury and damage to tooling 
or parts.1

AUTO-SERT hardware insertion
presses have set the standard
for safe, fast and reliable hard-
ware inserting.

Auto-Sert has taken an aggres-
sive approach to refining 
C-frame design presses, con-
centrating on operator safety
and ease of setup.

Auto-Sert has used PRECISION
ENGINEERING IN HYDRAULICS
to eliminate the need for posi-
tive stop at low pressure inser-
tions.

State of the art electronics, uti-
lizing GE Fanuc controller and a
modular electronic panel, pro-
vide ease of operation and ser-
vicing.  Auto-Sert has service
technicians available for cus-
tomer and dealer support.

With a wide variety of sizes and
models, Auto-Sert builds a hard-
ware press for EVERY JOB.

Please contact us or your local
exclusive Auto-Sert dealer for a
detailed estimate and a list of
available tooling.
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AUTO-SERT ’S
SPECIAL APPLICATION
E N G I N E E R I N G  D I V I S I O N

Due to the complexity and ever-

changing technology of hardware

insertion, Auto-Sert offers the ser-

vice of our engineering division to

customize machines and meet all

specific customer needs.

METAL - JO IN ING TOOL ING

Metal-Joining permanently interlocks
multiple pieces of sheet metal with-
out the use of fasteners or welding.

Economically bonds painted, plated
and anodized materials that are not
suitable for welding.

PART MARKING

Provides a means of permanently
marking parts of multiple shapes and
sizes. Each set contains: two holders,
one punch, and a complete line of
alpha and numeric characters.

LASER LIGHT
High-power adjustable laser lamp is
available to aid in part location and
enhance productivity (optional).

Manual tooling packages are offered
in standard, metric, and combina-
tions of both with a complete line of
J-Hook tooling.

Manual tooling is also available in
many lengths and diameters for
same day delivery.

We also carry a complete line of
mushroom and floating nut tooling.

6



Our Auto Feed System features a stain-
less steel bowl which can be removed to
allow for quick hardware changeover, and
modular escapements with single bolt
hold down to eliminate adjustments and
additional hook-ups.
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All Auto-Sert AS Presses are factory-
ready to accept auto feeding, and all
manual machines can be field retrofit-
ted for auto feeding in under 20 
minutes.



A U TO M AT I C
Bottom Nut Feed

Allows for nut installation within .020 of

a form. Each bottom nut feed is size-spe-

cific to speed changeover and eliminate

set-up errors.

S T U D  & S . O.  
Injector Style Tooling

Used for top feed of studs and S.O.’s

into all flat sheet metal applications,

including a wide range of formed parts.
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T O P  N U T  
Injector Style Tooling

Used for top feed of nuts on flat and

formed parts.



A BREAKTHROUGH IN AUTOMATIC STUD & STAND-OFF INSTALLATION

Featuring ridged mounting and preci-
sion construction, the shuttle pro-
vides for low-maintenance operation
with minimal adjustments.

Shuttle tooling clearly reveals the
hardware, enhancing operator confi-
dence and insertion speed.

Offering the advantage of
5/8” and 3/8” diameter

vacuum anvils for

working close to

forms, and for

hardware installa-

tion into part with 

limited access.Utilizing a precision ball slide mecha-
nism and double-acting air cylinder for
positive action in both directions.
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Introducing Auto-Sert’s 

SHUTTLE STYLE TOOLING



AUTO-SERT’S 36” MACHINE

The Auto-Sert 36” Throat Machine offers all the

features of the Auto-Sert 20”, and the ability to

handle larger applications. It can be easily fitted

with a moving brush table to both reduce opera-

tor fatigue and improve overall safety. We think

you’ll agree that both these machines are on the

leading edge of technology development in hard-

ware insertion, and are unrivaled in design and

quality.

Both 20” and 36” machines are available in 7.5

and 10 ton capacity.

AUTO-SERT’S 20” MACHINE

The Auto-Sert 20” Throat Machine is a high-pow-

ered, versatile machine which provides the flexi-

bility to work with both flat and formed parts of

varying sizes. The control panel is located on the

front face at eye-level for quick and easy adjust-

ment during operation, and tooling part storage

is conveniently placed within the machine itself,

eliminating the need for extra shelf and storage

space within the shop.
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Setting the
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